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Getting the most out of your BFM® fi ttings
BFM® fi ttings will help improve safety, hygiene, effi ciency and reliability in 
dry bulk processing factories. For optimum performance, please consider the 
following guidelines when planning your installation.

•  Choose the correct material:                                                                                
Seefl ex 040, a polyester-based polyurethane, is the standard connector 
material of choice for most applications. However, for some special 
installations such as in close proximity of a weighing scale, for use 
with aggressive chemicals, CIP processes or environments of very high 
temperatures it may be crucial to the longevity of the connector to use an 
alternative material. Please contact us for a summary of available BFM® 
connector materials.

•  Choose the correct diameter:                                                                                 
Avoid creating a bottleneck situation with your fl exible connector but rather 
use a larger diameter compared to the pipe diameter above and below the 
connector. This will keep contact between the product fl owing through and the 
connector wall to a minimum and therefore minimize abrasion and soiling of 
the BFM® connector. 

Connector materials
e.g. Seefl ex 040, Seefl ex 400W, LM4 (polyester), Tefl ex (PTFE)
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•  Choose the optimal installation gap and length of connector:                              
To keep cost low and ensure prompt availability, try to stick to standard lengths. 
The BFM® spigots can easily be adapted to fit the existing pipework and to 
allow the use of standard connector lengths.

A:  Length of the upper spigot tail; variable, 
standard length 52 mm. May be shortened down 
to 10 mm.

B:  Length of the lower spigot tail; variable, standard 
length 52 mm. May be shortened down to 10 mm.

D:  Distance between both spigot ends = installation 
gap

CL:  Length of the flexible, transparent part of the 
connector. Standard lengths e.g. 100, 150 and 
200 mm.

C:  Length to be added to ensure sufficient flexibility 
of the connector (min. 10 mm; if the spigots are 
installed off-set or if large movements are to be 
expected, possibly more)

S:  Total distance between both pipe ends that need 
to be connected.

The installation gap always needs to be somewhat shorter than the connector 
length. As a general rule, mount the spigots at a distance of approx. 10 mm less 
than the connector length. Example: Installation gap for a 200 mm long connector 
should be 190 mm max. A connector installed too tight will be hard to be fitted in 
and out of the spigot; the seal may not be 100% dust tight anymore and service 
life will be compromised.      
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To allow suffi cient room for moving equipment, it may be necessary to choose 
an even smaller installation gap in relation to the connector length.

Keep in mind, however, that excessive creasing will cause premature wear on 
the connector material. How much creasing any BFM® connector can tolerate, 
depends e.g. on:

• the diameter and length of the connector
• the type and intensity of movement
• surrounding temperature / temperature of the product
• pressure / vacuum inside the system
•  chemical stress on the material due to the nature of the product being 

processed

Due to the enormous diversity of processing equipment and individual 
manufacturing situations in the market, it is unwise to give exact installation 
advice at this point. 
Please contact us with your specifi c requirements so that we can work out a 
personalized solution.
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•   Avoid off-set installations:                                                                                           
Any off-set installation will cause increased abrasion by product constantly 
running along the connector wall. Also, more pronounced off-set situations 
will cause the connector to crease which in turn will result in premature wear. 
Consider relocating your duct work to enable an in-line installation of the BFM® 
fi tting (see image below in the middle). If this is not possible, try to weld on the 
spigots at an angle to avoid folds in the connector material (see image below to 
the right). 

         

off-set installation inline installation after modifi cation 
to the lower pipe end

BFM® spigots installed at an angle



Once the spigots are installed, take precautions that the connector is set in 
place correctly by the responsible members of staff to ensure a reliable seal  
and long durability:

•  Regularly check spigot ends for sharp edges and have these removed 
immediately to avoid injury to the hands of the operator and damage to the 
connector material. 

•  Make sure the outside of the sealing rings of the connector as well as the inside 
of the rings in the metal spigot are clean before installation. Remove any product 
or cleaning agent residue to avoid this being trapped inside the seal.

•  Let the metal band snap into the spigot with both silicone rings pushing into the 
equally formed metal rings of the spigot. Only then is the connector guaranteed 
dust tight. If it does not snap fully into place at the fi rst attempt, try breaking 
the seal in other positions until it snaps into place all the way around (typically 
needed when installing large diameter connectors).

•  Do not twist the connector when installing it as this will cause 
premature wear. Consider making a mark on the upper and 
lower spigot with which you can line up the vertical seam of the 
connector every time it is set in place (particularly helpful with 
longer connectors).

•  Installing Tool-Release connectors: It is important to keep fi ngers clear of the 
seal as it will snap into place with force. Never fi t a Tool-Release sleeve into a 
standard spigot as it will be impossible to remove.

incorrect: only one 
of the rings is inside 
the spigot
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All information in this document is based on our present knowledge and experience at the time of printing. Due to the multitude of 
factors infl uencing the suitability and performance of the BFM® fi ttings, it does not exempt the user from performing his own tests. 
Nor does it imply any legally binding assurance concerning specifi c properties of the BFM® fi ttings or the suitability for a particular 
application. The responsibility of complying with any governing laws and regulations relevant to the use of BFM® fi ttings is the 
obligation of the user. Subject to technical changes without prior notice.

BFM® is a registered trademark of BFM Global Ltd.

If you require any further assistance, please do not hesitate to contact us at 

WALTER Gerätebau GmbH
phone: +49-7046-980-0
email: info@walter-geraetebau.de

Notes on the daily routine of handling BFM®connectors


